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Side Entry Type Take-Out Robot

SXC/SXB

Number of
servo axes

SXB-800Ⅲ

Dry cycle time

Side-entry robot for large molding machines
The unique 3-axis design of the SXA-800Ⅲ robot 
allows automation of high speed molds on large 
molding machines. The robot is also suitable for low 
ceiling facilities and clean rooms because the robot 
does not require a lot of space above the machine.

Adoption of High Power Motor
Smooth acceleration, deceleration and high-speed 
operation are achieved by adopting high power motors.

3-axis NC Servo Motor Robot
In addition to the servo motor on the traverse and kick 
axes, the robot incorporates a servo motor on the vertical 
axis to accommodate downstream operations such as 
palletizing and for quick changeover to new jobs.

SXB-800Ⅲ
 ■Features

450–850 t f

3-axis

Take-out cycle time 0.7 sec*

* Based on dry-cycle measurement conditions specified by Yushin. 

E-touch compact Ⅱ

PAT.

Side Entry Type Take-Out Robot

Controller

The CE specification is a special order.
Please contact us.
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 ■Standard Specifications

Power source Driving method Control method Air pressure Maximum allowable 
air pressure (factory)

3 phase
AC200V
50/60Hz

Digital servo motor
3-axis Micro computer control 0.49MPa 0.70MPa

Model Power consumption Traverse stroke
(mm)

Kick stroke
(mm)

Vertical 
stroke
(mm)

Air 
consumption
（NL/cycle）

Payload
（kg）

Clamping 
force
（tf）

SXB-800Ⅲ 5.5kVA
AC200V 15.9A

2500
[2700]

850
[1050] 440 30 15 450–850

[     ]: Modified type
Payload includes the end-of-arm tool.

Payload varies depending on the take-out robot speed setting.
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 ■Option

Option Explanation of each option
Custom color The main body, frame covers, control box and operation box can be painted with the color 

specified by customers.

Traverse stroke modified 200 mm modified.

Kick stroke modified 200 mm modified.

We offer an assortment of options. Please contact a Yushin office.

Mold mounting surface Flip end-of-arm tool 
attaching surface

Nozzle center

Wrist flip center

Wrist flip release 
surface

[     ]: Modified type

* Dimensions vary depending on actual molding machine dimensions.

Take-out robot mounting surface –
Vertical frame bottom surface
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